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PPPPrrrroduct oduct oduct oduct 
DescriptionDescriptionDescriptionDescription 

3M™ Scotch-Weld™ Polyurethane Reactive (PUR) Easy 250 Adhesives are 100% 

solid, warm temperature applied, moisture curing urethanes. These products 

bond a wide variety of plasticplasticplasticplasticssss    and wwwwoooooooodddd    ttttoooo    themselthemselthemselthemselvvvveeeessss    anananandddd    ttttoooo    metametametametallll    anananandddd    glass.glass.glass.glass. 
 

3M3M3M3M™ ™ ™ ™ ScotchScotchScotchScotch----WWWWeldeldeldeld™™™™    PUR PUR PUR PUR     Fast setting adhesive ideal for 

EasEasEasEasyyyy    252525250000    AdhesAdhesAdhesAdhesivivivive e e e EZ25003EZ25003EZ25003EZ250030000    bonding many plastics including 

polystyrene and polyacrylic. 
 

3M3M3M3M™ ™ ™ ™ ScotchScotchScotchScotch----WWWWeldeldeldeld™™™™    PURPURPURPUR    Long open and set time ideal 

EasEasEasEasyyyy    252525250000    AdhesAdhesAdhesAdhesivivivive e e e EZ25015EZ25015EZ25015EZ250150000    for bonding a wide variety of 

substrates including wood, 

plastics, aluminum 

 
3M3M3M3M™ ™ ™ ™ ScotchScotchScotchScotch----WWWWeldeldeldeld™ PUR™ PUR™ PUR™ PUR    Long open time, medium set time  

    EasEasEasEasyyyy    252525250000    AdhesAdhesAdhesAdhesivivivive e e e EZ250200        EZ250200        EZ250200        EZ250200            for bonding a wide variety of    
substrates including wood and 
most plastics excluding polyolefin

FFFFeatueatueatueaturrrreeeessss    • 100% solids • Moisture curing urethane 

• One component • Rapid rate of strength build up 

• Open time from 2 - 4 minutes • Set times from 30 - 150 seconds 
 

TTTTypicaypicaypicaypicallll    UncuUncuUncuUncurrrred ed ed ed 
PPPPrrrropertiesopertiesopertiesoperties 

NoteNoteNoteNote::::    ThThThTheeee    ffffollollollolloooowinwinwinwingggg    technicatechnicatechnicatechnicallll    ininininfffformatioormatioormatioormationnnn    anananandddd    datdatdatdataaaa    shoulshoulshoulshouldddd    bbbbeeee    consideconsideconsideconsiderrrreeeedddd    
rrrrepepepeprrrresentatesentatesentatesentativiviviveeee    or typicaor typicaor typicaor typicallll    onlonlonlonlyyyy    anananandddd    shoulshoulshoulshouldddd    nonononotttt    bbbbeeee    useuseuseusedddd    ffffoooorrrr    specispecispecispecifffficatioicatioicatioicationnnn    pupupupurrrrposes.poses.poses.poses. 

 
 

1Measured on Brookfield viscometer with Thermosel using spindle #27. 
2The bonding range of a 1/8" bead of molten adhesive on a non-metallic substrate. 
3The minimum amount of time required between when the bond is made and when it will support a 5 psi 

tensile load. 
4Open times and set times are based on a room temperature environment. High environmental 

temperatures lengthen open times and set times while lower temperatures will shorten open times and set 

times. 

 
 

PPPPrrrropeopeopeoperrrrtytytyty 

3M™3M™3M™3M™    ScotScotScotScotcccchhhh----WWWWeld™eld™eld™eld™    PURPURPURPUR    EasyEasyEasyEasy    250250250250    AdhesiveAdhesiveAdhesiveAdhesive    

EZ250030EZ250030EZ250030EZ250030 EZ250150EZ250150EZ250150EZ250150 EZ250200EZ250200EZ250200EZ250200    

ApplicatioApplicatioApplicatioApplicationnnn    TTTTemperatureemperatureemperatureemperature 250°F (121°C) 250°F (121°C) 250°F (121°C) 

ViscosityViscosityViscosityViscosity    @@@@    250°F250°F250°F250°F    (121°C(121°C(121°C(121°C))))1111
 13,000 cps 9,000 cps 2,750 cps 

ColoColoColoColorrrr    (solid)(solid)(solid)(solid) white/off-white white/off-white white/off-white 

OpeOpeOpeOpennnn    TimTimTimTimeeee2,42,42,42,4
 2 minutes 4 minutes 3 minutes 

SetSetSetSet    TimTimTimTimeeee3,43,43,43,4
 30 seconds 150 seconds 120 seconds 

DensitDensitDensitDensityyyy,,,,    LbsLbsLbsLbs/Gallo/Gallo/Gallo/Gallonnnn    (molten)(molten)(molten)(molten) 8.7 9.1      9.7 
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TTTTypicaypicaypicaypicallll    CuCuCuCurrrred ed ed ed 
PPPPrrrropertiesopertiesopertiesoperties 

NoteNoteNoteNote::::    ThThThTheeee    ffffollollollolloooowinwinwinwingggg    technicatechnicatechnicatechnicallll    ininininfffformatioormatioormatioormationnnn    anananandddd    datdatdatdataaaa    shoulshoulshoulshouldddd    bbbbeeee    consideconsideconsideconsiderrrreeeedddd    
rrrrepepepeprrrresentatesentatesentatesentativiviviveeee    or or or or typicatypicatypicatypicallll    onlonlonlonlyyyy    anananandddd    shoulshoulshoulshouldddd    nonononotttt    bbbbeeee    useuseuseusedddd    ffffoooorrrr    specispecispecispecifffficatioicatioicatioicationnnn    
pupupupurrrrposes.poses.poses.poses. 

 
 

1Measured on .090" - .110" thick bars. 
2ASTM D638, Die C, measured on .011" - .012" thick films cured for a minimum of 7 days at 77°F (25°C)/50% 

relative humidity (RH). 

 

Handling/Curing Handling/Curing Handling/Curing Handling/Curing 
InInInInfffformationormationormationormation 

DiDiDiDirrrrectionectionectionectionssss    ffffoooorrrr    UseUseUseUse 
 

Apply to clean, dry surfaces. Remove oil, grease and other contaminants by 

wiping with isopropyl alcohol.* * * * For fiber reinforced plastics and other materials 

that are often contaminated with mold release agents, it is recommended that 

the surface be solvent wiped, abraded and solvent wiped.* * * * For additional 

information, see section on surface preparation. After heating to 

recommended application temperature, apply adequate amount of 3M™ 

Scotch-Weld™ Polyurethane Reactive (PUR) Easy 250 Plastic Adhesive to one 

of the substrates to be bonded. Join the substrates within the adhesives 

specified open time and hold/fixture the bonded part until the adhesive has 

adequately set. Do not use to bond metal or glass to itself or each other or cure 

will not occur due to low moisture vapor transmission of the substrate. 
 

(Important(Important(Important(Important::::    AdhesAdhesAdhesAdhesiviviviveeee    heateheateheateheatedddd    aaaatttt    applicatioapplicatioapplicatioapplicationnnn    temperatutemperatutemperatutemperaturrrreeee    ffffoooorrrr    momomomorrrreeee    thathathathannnn    11116666    

hours shoulhours shoulhours shoulhours shouldddd    bbbbeeee    discarded.)discarded.)discarded.)discarded.) 
 

*Note*Note*Note*Note::::    When using solvents, extinguish all ignition sources, including pilot 

lights, and follow the manufacturer’s precautions and directions for 

use. 
 

DispensinDispensinDispensinDispensingggg    EquipmentEquipmentEquipmentEquipment 
 

3M™ Scotch-Weld™ PUR Easy 250 Adhesive Cartridges can only be dispensed 

through the 3M™ Scotch-Weld™ PUR Adhesive Applicator or the 3M™ Scotch-

Weld™ PUR Easy 250 Adhesive Applicator. Other container sizes can be 

dispensed through bulk equipment specifically designed for use with hot melt 

polyurethane reactive adhesives (PUR). For more information on PUR 

application equipment, contact your local 3M sales representative. All 

equipment must be used in strict accordance with the recommendations of the 

manufacturer. 
 

WWWWaaaarrrrningningningning::::    DDDDoooo    nonononotttt    ususususeeee    ScotchScotchScotchScotch----WWWWeleleleldddd™™™™    PUR easPUR easPUR easPUR easyyyy    252525250000    plastic adhesplastic adhesplastic adhesplastic adhesiviviviveeee    ababababovovovove e e e 275°275°275°275°FFFF    

(135°C(135°C(135°C(135°C))))    anananandddd    shoulshoulshoulshouldddd    nonononotttt    bbbbeeee    applieapplieapplieappliedddd    ttttoooo    substratesubstratesubstratesubstratessss    thathathathatttt    exceed 275°exceed 275°exceed 275°exceed 275°FFFF    (135°C).(135°C).(135°C).(135°C). 
 

CautionCautionCautionCaution::::    WWWWeaeaeaearrrr    heaheaheaheatttt    rrrresistanesistanesistanesistantttt    glglglglovovovoveeeessss    anananandddd    safetsafetsafetsafetyyyy    glasseglasseglasseglassessss    whewhewhewhennnn    handlinhandlinhandlinhandlingggg.... 

 
 

PPPPrrrropeopeopeoperrrrtytytyty 

3M™3M™3M™3M™    ScotScotScotScotcccchhhh----WWWWeld™eld™eld™eld™    PURPURPURPUR    EasyEasyEasyEasy    250250250250    AdhesiveAdhesiveAdhesiveAdhesive    

EZ250030EZ250030EZ250030EZ250030 EZ250150EZ250150EZ250150EZ250150 EZ250200EZ250200EZ250200EZ250200    

ShoreShoreShoreShore    DDDD    HaHaHaHarrrrdnesdnesdnesdnesssss1111
 50 45 30 

TTTTensileensileensileensile    @@@@    BreaBreaBreaBreakkkk2222
 3,900 psi 3,300 psi 1,675 psi 

ElongatioElongatioElongatioElongationnnn    @@@@    BreaBreaBreaBreakkkk2222
 725% 700% 400% 



3M™ Scotch-Weld™
 

PUR Easy 250 Adhesive 
EZ250030 • EZ250150 • EZ250200 

- 3 - 

 

 

 
 

Handling/CurinHandling/CurinHandling/CurinHandling/Curing g g g 
InInInInfffformation ormation ormation ormation 
(continued)(continued)(continued)(continued) 

CleanupCleanupCleanupCleanup::::    Allow products to solidify. Remove uncured waxy material (usually 

within the first 20 minutes after application) by scraping with a putty knife or 

similar tool. For cured material, remove by cutting or sanding. DDDDo o o o nonononotttt    ususususeeee    heaheaheaheatttt    oooorrrr    

flamflamflamflameeee    ttttoooo    rrrrememememovovovoveeee    adhesadhesadhesadhesiviviviveeee.... 
 

CuCuCuCurrrreeee    TTTTimeimeimeime: : : : The cure rate will vary depending on air temperature, relative 

humidity, substrate type and bond line thickness. Cure rate is more rapid on 

wood (moisture rich substrate) than on plastic. 
 
 

 

TTTTypical ypical ypical ypical 
PPPPererererfffformance ormance ormance ormance 
CharacteristicsCharacteristicsCharacteristicsCharacteristics 

NoteNoteNoteNote::::    ThThThTheeee    ffffollollollolloooowinwinwinwingggg    technicatechnicatechnicatechnicallll    ininininfffformatioormatioormatioormationnnn    anananandddd    datdatdatdataaaa    shoulshoulshoulshouldddd    bbbbeeee    consideconsideconsideconsiderrrreeeedddd    
rrrrepepepeprrrresentatesentatesentatesentativiviviveeee    or or or or typicatypicatypicatypicallll    onlonlonlonlyyyy    anananandddd    shoulshoulshoulshouldddd    nonononotttt    bbbbeeee    useuseuseusedddd    ffffoooorrrr    specispecispecispecifffficatioicatioicatioicationnnn    
pupupupurrrrposes.poses.poses.poses. 

 
A. OOOOvvvverlaerlaerlaerlapppp    SheaSheaSheaShearrrr    StStStStrrrrengtengtengtengthhhh    (psi)(psi)(psi)(psi),,,,    testetestetestetestedddd    @@@@    73°73°73°73°FFFF    (23°C)(23°C)(23°C)(23°C) 

 

Overlap shear (OLS) strengths were measured on 1" wide 1/2" overlap 

specimens. These bonds were made individually using 1" x 4" sample coupons. 

The thickness of the bond line was .003-.006". 

The thickness of the substrates were approximately: Maple, .375", plastics 

.125". The separation rate of the testing jaws was 2" per minute. 
 

 

 
SubstrateSubstrateSubstrateSubstrate 

3M™3M™3M™3M™    ScotScotScotScotcccchhhh----WWWWeld™eld™eld™eld™    PURPURPURPUR    EasyEasyEasyEasy    250250250250    PlasticPlasticPlasticPlastic    AdhesiveAdhesiveAdhesiveAdhesive    

EZ250030EZ250030EZ250030EZ250030 EZ250150EZ250150EZ250150EZ250150 EZ250200EZ250200EZ250200EZ250200    

PPPPoooollllycarbonateycarbonateycarbonateycarbonate 2,100 1,490 1,450 

PPPPoooollllyyyyacacacacrrrrylicylicylicylic 1,3301
 1,2801

 1,275 

ABSABSABSABS 1,3501
 930 1,025 

PVCPVCPVCPVC 1,805 1,675 1,171 

MapleMapleMapleMaple 1,540 1,570 1,320 

 
1Substrate failure 

 

B. OOOOvvvverlaerlaerlaerlapppp    SheaSheaSheaShearrrr    StStStStrrrrengtengtengtengthhhh    (psi)(psi)(psi)(psi),,,,    testetestetestetestedddd    @@@@    180°180°180°180°FFFF    (82°C)(82°C)(82°C)(82°C) 
 

 

 
SubstrateSubstrateSubstrateSubstrate 

3M™3M™3M™3M™    ScotScotScotScotcccchhhh----WWWWeld™eld™eld™eld™    PURPURPURPUR    EasyEasyEasyEasy    250250250250    PlasticPlasticPlasticPlastic    AdhesiveAdhesiveAdhesiveAdhesive    

EZ250030EZ250030EZ250030EZ250030 EZ250150EZ250150EZ250150EZ250150 EZ250200EZ250200EZ250200EZ250200    

MapleMapleMapleMaple 540 410 440 

PVCPVCPVCPVC 310 275 285 
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TTTTypical ypical ypical ypical 
PPPPererererfffformance ormance ormance ormance 
Characteristics Characteristics Characteristics Characteristics 
(continued)(continued)(continued)(continued) 

NoteNoteNoteNote::::    ThThThTheeee    ffffollollollolloooowinwinwinwingggg    technicatechnicatechnicatechnicallll    ininininfffformatioormatioormatioormationnnn    anananandddd    datdatdatdataaaa    shoulshoulshoulshouldddd    bbbbeeee    consideconsideconsideconsiderrrreeeedddd    
rrrrepepepeprrrresentatesentatesentatesentativiviviveeee    or typicaor typicaor typicaor typicallll    onlonlonlonlyyyy    anananandddd    shoulshoulshoulshouldddd    nonononotttt    bbbbeeee    useuseuseusedddd    ffffoooorrrr    specispecispecispecifffficatioicatioicatioicationnnn    
pupupupurrrrposes.poses.poses.poses. 

 
C. 180180180180°°°°    PPPPeeeeeeeellll    StStStStrrrrengtengtengtengthhhh    (piw(piw(piw(piw))))    testetestetestetestedddd    @@@@    73°73°73°73°FFFF    (23°C)(23°C)(23°C)(23°C) 

 

180° peel strengths were measured on 1" x 8" pieces of flexible cotton duck 

(canvas) bonded to rigid 1" x 4" substrates. The rigid substrates were 

approximately .125" thick and the separation rate of the testing jaws was 2" 

per minute. All tests were conducted at 73°F (23°C). 
 

 
SubstrateSubstrateSubstrateSubstrate 

3M™3M™3M™3M™    ScotScotScotScotcccchhhh----WWWWeld™eld™eld™eld™    PURPURPURPUR    EasyEasyEasyEasy    250250250250    PlasticPlasticPlasticPlastic    AdhesiveAdhesiveAdhesiveAdhesive    

EZ250030EZ250030EZ250030EZ250030 EZ250150EZ250150EZ250150EZ250150 EZ250200EZ250200EZ250200EZ250200    

PPPPoooollllycarbonateycarbonateycarbonateycarbonate 951
        951

 63 

PPPPoooollllyyyyacacacacrrrrylicylicylicylic 751
 50    50 

ABSABSABSABS 831
 55    45 

PVCPVCPVCPVC 1001
        751

 70 

AlumiAlumiAlumiAluminnnnuuuummmm N/R 50    63 

GlassGlassGlassGlass N/R 60    78 
 

1Cotton duck failed during testing 

N/R – Not Recommended 

 

D. TTTTypicaypicaypicaypicallll    RatRatRatRateeee    ooooffff    StStStStrrrrengtengtengtengthhhh    BuildBuildBuildBuild----UpUpUpUp 
 

PVC and maple Overlap Shear Strength (psi) tested @ 73°F (23°C) at 

various times after bonding. The substrates were conditioned for 7 days at 

77°F (25°C)/50% RH prior to bonding. 
 

 3M™3M™3M™3M™    ScotScotScotScotcccchhhh----WWWWeld™eld™eld™eld™    PURPURPURPUR    EasyEasyEasyEasy    250250250250    PlasticPlasticPlasticPlastic    AdhesiveAdhesiveAdhesiveAdhesive    

EZ250030EZ250030EZ250030EZ250030 EZ250150EZ250150EZ250150EZ250150 EZ250200EZ250200EZ250200EZ250200    

TimeTimeTimeTime PVCPVCPVCPVC MapleMapleMapleMaple PVCPVCPVCPVC MapleMapleMapleMaple PVCPVCPVCPVC    MapleMapleMapleMaple    

10 minutes 325 450 285   410 184 127 

60 minutes 600 1,295 530   815 196 974 

24 hours 1,900 1,240 1,460 1,280  753 1,208 

72 hours 1,775 1,155 1,530 1,275 1,004 1,272 

7 days 1,805 1,500 1,675  1,150  1,171 1,320 
 

The cure rate will vary depending on air temperature, relative humidity, substrate and bond line thickness. Cure 

rate is more rapid on wood (moisture-rich substrate) than on plastic. 

 
 
 

CuCuCuCurrrreeee    CyclCyclCyclCycleeee    With the exception of rate of strength build-up, all bonds, unless otherwise 

noted, were cured for a minimum period of 7 days at 77°F (25°C)/50% RH 

before testing or subjecting to further conditioning or environmental aging. 

Bonds were prepared using the suggested procedure for the particular substrate 

tested. 
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SurfacSurfacSurfacSurfaceeee    PPPPrrrreparatioeparatioeparatioeparationnnn    All wood should be dry and free of contaminants such as sawdust, dirt 

or other substances that may interfere with the adhesive bonding 

process. If the surface  to be bonded contains a coating or finish, bonds 

should be made and evaluated to 

ensure proper adhesion. It may be necessary to evaluate other 3M™ 

Scotch-Weld™ PUR Easy 250 Adhesive products that are better suited to 

bond plastic surfaces. 
 

StoragStoragStoragStorageeee    For maximum shelf life, store product at 60°F (16°C) to 80°F (27°C), 

indoors and protected from exposure to moisture. 
 
 

ShelShelShelShelffff    LifLifLifLifeeee    Products in 10 fluid ounce cartridges have 12 months while all others have a 

6 month shelf life in unopened containers. 
 

 

PPPPrrrrecautionary ecautionary ecautionary ecautionary 
InInInInfffformationormationormationormation 

 

Refer to Product Label and Material Safety Data Sheet for health and 
safety information before using this product. For additional health and 
safety information, call 1-800-364-3577 or (651) 737-6501. 

 

PPPPrrrroducoducoducoductttt    UseUseUseUse Many factors beyond 3M’s control and uniquely within user’s knowledge 
and control can affect the use and performance of a 3M product in a 
particular application.  As a result, customer is solely responsible for 
evaluating the product and determining whether it is appropriate and 
suitable for customer’s application, including conducting a workplace 
hazard assessment and reviewing all applicable regulations and standards 
(e.g., OSHA, ANSI, etc.).  Failure to properly evaluate, select, and use a 
3M product and appropriate safety products, or to meet all applicable 
safety regulations, may result in injury, sickness, death, and/or harm to 
property.

 

WWWWarrantarrantarrantarrantyyyy    and and and and 
LimiteLimiteLimiteLimitedddd    RemedyRemedyRemedyRemedy 

Unless a different warranty is specifically stated on the applicable 3M 
product packaging or product literature (in which case such warranty 
governs), 3M warrants that each 3M product meets the applicable 3M 
product specification at the time 3M ships the product.  3M MAKES NO 
OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, 
INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR 
CONDITION OF MERCHANTABILITY, FITNESS FOR A PARTICULAR 
PURPOSE, OR ARISING OUT OF A COURSE OF DEALING, CUSTOM, OR 
USAGE OF TRADE.  If a 3M product does not conform to this warranty, 
then the sole and exclusive remedy is, at 3M’s option, replacement of the 
3M product or refund of the purchase price.  

 

LimitatioLimitatioLimitatioLimitationnnn    ooooffff    LiabilityLiabilityLiabilityLiability Except for the limited remedy stated above, and except to the extent 
prohibited by law, 3M will not be liable for any loss or damage arising from 
or related to the 3M product, whether direct, indirect, special, incidental, 
or consequential (including, but not limited to, lost profits or business 
opportunity), regardless of the legal or equitable theory asserted, 
including, but not limited to, warranty, contract, negligence, or strict 
liability.
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