
Product Description
The E-A-R™ Classic™ roll-down earplugs are 
designed for insertion into the ear canal to help reduce 
exposure to hazardous levels of noise and loud sound. 
These products are available in corded and uncorded 
version.
The Uncorded version is also available in One Touch™ 
Dispenser format.

Key Features
• Proprietary soft energy absorbing polymer foam
• Firm material with slow recovery time helps achieve 

good fit
• Special cylindrical shape that fits most ear canals 

and provides reliable seal
• Low equilibrium pressure helps reduce pressure in 

ear canal thus increasing comfort and wearability
• Exposed cell surface texture resists movement and 

helps maintain effective seal
• Excellent sound attenuation characteristics
• Supplied in re-sealable pillow-pack for ease of use
• Sweat and humidity resistant which helps improve 

comfort- ideally suited for use in hot and humid 
conditions

• Available in both corded and uncorded version 

Applications
The E-A-R™ Classic™ is ideal for moderate to high 
noise levels, and is particularly suited for high 
frequency noise in both workplace and leisure environ-
ment. Examples of typical applications include:

• Automotive
• Chemical & pharmaceutical manufacture
• Construction
• Light engineering
• Metal processing
• Textile manufacture
• Woodworking

Standard & Approval
The E-A-R™ Classic™ is tested and CE approved 
against the European Standard EN352-2:1993. The 
product meets the Basic Safety Requirements as laid 
out in Annex II of the European Community Directive 
89/686/EEC and has been examined at the design 
stage by INSPEC International Limited, 56 Leslie 
Hough Way, Salford, Greater Manchester M6 6AJ, UK 
(Notified Body number 0194).

Key
Mf = Mean attenuation value

sf = Standard deviation

APVf = Assumed Protection Value

H = High-frequency attenuation value (predicted noise level reduction for noise with L(C) – 
L(A) = -2dB)

M =  Medium-frequency attenuation value (predicted noise level reduction for noise with 
L(C) – L(A) = +2dB)

L = Low-frequency attenuation value (predicted noise level reduction for noise with L(C) – 
L(A) = +10dB)

SNR = Single Number Rating (the value that is subtracted from the measured C-weighted 
sound pressure level, L(C) in order to estimate the effective A-weighted sound pressure 
level inside the ear).
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Component Material

Earplugs Slow recovery polymer foam
Cord Polymer

Materials
The following materials are used in the manufacture of 
this product.

Technický list
Tvarovatelné zátkové chrániče sluchu 
E-A-R™  Classic™

Important Notice
3M does not accept liability of any kind, be it direct or consequential (including, but 
not limited to, loss of profits, business and/or goodwill) arising from reliance upon 
any information herein provided by 3M. The user is responsible for determining the 
suitability of the products for their intended use.  Nothing in this statement will be 
deemed to exclude or restrict 3M’s liability for death or personal injury arising from 
its negligence.
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Popis produktu
Tvarovatelné zátkové chrániče sluchu E-A-R™ Classic™ 
jsou určeny pro vložení do ušního kanálku - pomáhají 
snížit míru vystavení uživatele nebezpečné hladině hluku. 
Tento produkt je k dispozici v provedení se šňůrkou 
a bez šňůrky. 
Verze bez šňůrky je k dispozici se zásobníkem “One 
Touch”.

Klíčové vlastnosti
• Vlastnickým právem chráněná měkká polymerová pěna  

absorbuje energii
• Díky pevnému materiálu a pomalému návratu 

do původního tvaru dobře sedí
• Speciální válcový tvar pomáhá lepší aplikaci do většiny 

ušních kanálků a spolehlivě těsní
• Nízký rovnovážný tlak pomáhá snížit tlak 

uvnitř ušního kanálku pro větší pohodlí při nošení
• Buničitý povrch pomáhá bránit pohybu 

a poskytuje efektivní utěsnění
• Poskytuje skvělé utlumení
• Pro pohodlnější manipulaci se dodává v uzavíratelném 

balení “Pillowpack”
• Odolnost proti absorpci potu a vlhkosti napomáhá 

většímu pohodlí - ideální pro použití v horkém 
a vlhkém prostředí

• Tento produkt je k dispozici v provedení se šňůrkou 
a bez šňůrky

Využití
Zátkové chrániče sluchu E-A-R™ Classic™ jsou ideální 
do prostředí, v němž jsou uživatelé vystaveni střední 
až vysoké hladině hluku, a jsou vhodné především pro 
ochranu před hlukem o vysoké frekvenci v široké řadě 
průmyslových pracovišť, vhodné jsou i pro volný čas. 
Následují příklady obvyklého uplatnění:

• Automobilový průmysl
• Chemická a farmaceutická výroba
• Stavebnictví
• Lehké strojírenství
• Zpracování kovů
• Textilní výroba
• Dřevozpracující průmysl

Hodnoty utlumení
Se šňůrkou

Frekvence 
(Hz)

63 125 250 500 1000 2000 4000 8000

Mf (dB) 21,7 23,7 26,1 30,4 30,1 33,8 42,6 42,1

sf (dB) 6,3 5,6 5,2 5,7 5,3 4,6 4,0 5,7

APVf (dB) 15,4 18,0 20,9 24,6 24,9 29,2 38,6 36,4

SNR = 29 dB    H = 30 dB    M = 26 dB    L = 23 dB

Bez šňůrky

Frekvence 
(Hz)

63 125 250 500 1000 2000 4000 8000

Mf (dB) 22,3 23,3 24,6 26,9 27,4 34,1 41,6 40,4

sf (dB) 5,4 5,3 3,6 5,4 4,8 3,1 3,5 6,4

APVf (dB) 16,9 18,1 20,9 21,5 22,6 30,9 38,1 34,0

SNR = 28 dB    H = 30 dB    M = 24 dB    L = 22 dB

Klíč
Mf = Střední hodnota utlumení 
sf = Standardní odchylka
APVf = Očekávaná úroveň ochrany (Assumed Protection Value)
H = Hodnota utlumení zvuku o vysoké frekvenci (očekávané snížení intenzity hluku  
s L(C) – L(A) = -2 dB)
M = Hodnota utlumení zvuku o střední frekvenci (očekávané snížení intenzity hluku  
s L(C) – L(A) = +2 dB)
L = Hodnota utlumení zvuku o nízké frekvenci (očekávané snížení intenzity hluku  
s L(C) – L(A) = +10 dB)

od naměřené hodnoty C - vážené hladiny akustického tlaku, L(C) za účelem odhadnutí 
účinné hodnoty A - vážené hladiny akustického tlaku uvnitř ucha).

Normy a osvědčení
Zátkové chrániče sluchu E-A-R™ Classic™ jsou 
otestovány podle evropské normy EN352-2:1993 
a nesou označení CE. Tento produkt splňuje základní 
bezpečnostní požadavky popsané v Dodatku II 
směrnice Evropského společenství 89/686/EHS a byly 
v průběhu fáze návrhu otestovány společností INSPEC 
International Limited, 56 Leslie Hough Way, Salford, 

orgán číslo 0194).

Materiály
Při výrobě byly použity následující materiály.

Zátkové chrániče sluchu Polymerová pěna, 
která se pomalu vrací 
do původního tvaru

Šňůrka Polymer
3M Česko, s.r.o.
Divize bezpečnosti a ochrany zdraví 
při práci
Vyskočilova 1
140 00 Praha 4
Telefon: 261 380 111, 113
Volejte zdarma: 800 122 212
E-mail: oop.cz@mmm.com
www.3M.com/cz/oop
www.3M.cz/Speedglas

Důležité upozornění
3M nepřijímá jakoukoli odpovědnost, ať už přímou či nepřímou, za škody (včetně 
ušlého zisku nebo ztráty dobré pověsti) způsobené spolehnutím se na informace 
obsažené v tomto dokumentu. Uživatel plně zodpovídá za rozhodnutí o tom, 
zda se určitý produkt hodí pro konkrétní účel či nikoli. Nic v tomto prohlášení 
nevylučuje, ani neomezuje odpovědnost společnosti 3M za smrt nebo zranění 
způsobené zanedbáním povinností.

Prosím recyklujte. 
© 3M 2010. Všechna práva vyhrazena.




